
 

 

 

 

 

  

 ◇ Overview said        

The SLX- ZS type two-way flow signal is used to monitor the flow of water in the pipeline. 

When the flow reaches the set value, the flow signal 

The device emits an electrical signal. Feedback to the system that protects the system or controls the 

flow, thus protecting the main device from working properly. at the scene, 

It is also possible to judge the flow of water by observing the degree of deflection of the pointer. The 

flow signal is designed as a two-way pointer type, and is also adapted to have a reverse direction. 

Flushing system. 

 ◇ special point and works 

  The present flow signal device is mainly composed of a nozzle system, a lever, a micro switch and an 

indicating portion. Water flows through the nozzle system to create pressure 

The difference causes the lever to swing. When the water flow exceeds the set value, the lever 

overcomes the spring force to cause the micro switch to emit a normal signal. 

Pointing to the open position; when the flow rate of the water is lower than the set value, the flow force 

is less than the spring force, and the elastic force causes the micro switch to emit a low flow signal. 

Number, at this point the pointer points to the off position. The end face pointer design is adopted for 

observation and appearance. 

 ◇ The main technical operation parameters 

1) The medium pressure is less than 1Mpa , and the pipeline medium is filtered and non-corrosive 

industrial water. 

2) The ambient temperature is 0.5~40 °C and the relative humidity is less than 95% . 

3) Signal switching power 100W ; rated voltage DC220V , 3A ; AC20V , 5A . 

4) Installed indoors, there is no explosive corrosion of metal and gas or dust that destroys insulation. 

5) The user can adjust the flow action value within a certain range. 

6) The length of the inlet and outlet pipelines should be installed at a level of 5 to 10times the diameter 

of the straight pipe. 
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JSX type centrifugal switch 

DKL-B24 type four-position four-way electromagnetic air valve
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